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he bikers riding with us on the poker run
grabbed a beer and sat down at the massive robledita
the center of the bar. | was seated next to my Wéde
when | leaned back just a bit and grabbed her béy#tk
of the neck ever so lightly and ask her why she was
clawing me from the back seat of our motorcycldiear
She brushed my hand away and put her elbows on the
table with her head resting in her hands.

She tried to focus on me, but Suzdve broke ir
and said, "Ya', what's up wit' the clawin'." Hedsgiloud
enough for the entire group to hear, now everyoas w
just as curious as | was about Hai’'s antics orbtuek of a
speeding eight hundred pound Harley. We quietedhdo
to let her have the floor ...I mean table.

“When | sleep on moto'cycle | dream about whe¢
I’'m twelve year old in Vietnam. When you guys maile
the noise, like hot rod, you know ...l think Cavg’
(ghost) is chasing me.”

Her eyebrows folded inward and down toward I

Tips on maintaining your scooter

Spark Plug Indexing

ne of the simplest ways to improve the
combustion in your engine is to index the sparlkggplu
Indexing the plugs ensures that the gap is fadiag t
combustion chamber. If the stem of the ground
electrode is facing into the chamber, then theksizar
shrouded from the majority of the fuel/air mixture.
When the stem of the ground electrode is facingyaw
from the chamber, the fuel/air mixture will burn reo
quickly and completely (#2, #3).

The easiest way to accomplish this is to mark the
insulator or metal base with a felt tip marker shagv
the location of the ground electrode stem. Inskesl
plugs and torque to 10 ft-Ibs. Ideally, the gafd b
facing toward the intake valve or centered betwben
intake and exhaust valves (#2, #3). You want to be
able to see your mark on the plug (#1). It's bestave
the line fall between the two head bolts. If they aot
within this range, try swapping the plugs from the
front head to the rear head and vise versa, ayd the
will usually come pretty close. While some people
may notice a difference in their engine’s perforegn
most will not. As a general rule, it is recommended
replacing the spark plugs with new standard plugs

va

every 5,000 miles.

nose with a serious look on her round Vietnamese. fin
an unnerving softness, almost a whisper she coedito
tell everyone at the table the story of her dreanthe
motorcycle. To be con't
240 words ...from the bodRoker Run
By JohndWael Hanzlik

Send good comments to
jmhcycle@cox.net or www.rpmcomaha.com -
Send negative vibes to; darn ...I'm out of room,

oh well... Peace and Ouit.




